
STANDARD FEATURES
Ramguard RBB high security bollards are built extra strong 
with an internal solid lock bar through the centre of the bollard. 
Engineered to resist professional attacks, with a cover plate to 
prevent access to the lock. When raised the RBB is locked into 
place and when not in use easily retracts below ground into a 
sleeve with a flush visible cap. Weight assisted raising and 
lowering mechanisms are utilised so virtually no manual lifting 
is required. WA made and in stock.

•  800(H)mm

•  5(WT)mm

•  Corrosion resistant galvanised steel with a tough powder
   coated finish

•  25mm red reflective tape CL1

•  6-pin key lock – keyed alike or individually

BOLLARD STANDARD SELECTION (TICK □ AS REQUIRED):

□ RBB -140ØD

□ RBB- 165ØD

FINISH
□ Galv (silver)  □ Yellow  □ White

CUSTOM RBB DETAILS  (TICK □ / COMPLETE AS REQUIRED)

□ Colour ________
□ Reflective Colour __________
□ Stainless Steel Grade □ 304 or □ 316 

OVERVIEW

(Ratio 1-20)

METALWORKS PERTH
U4, 29 Munt Street, Bayswater
P: +61 (8) 9353 4392  
E: info@ramguardbollards.com.au

MANUFACTURED IN WA TO THE FOLLOWING AUSTRALIAN STANDARDS:
• AS 1554.1 Structural Steel Welding
• AS 1163 & 1074 Grade C250,Structural Steel Hollow Section
• AS 1450 Steel Tube & AS4792 HDG Coating
• AS 4506-2005 & AS3754-1990 Powder Coating
• AS 4680:2006 – Hot Dip Galvanized (zinc) coatings on fabricated ferrous
• AS 1627.4-2005 Abrasive Blasting
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