
STANDARD FEATURES

Ramguard Goal Post Bollards are purpose-built to protect
high-value assets such as roller doors, overhead obstructions,
and entrance surrounds from both high and low impact 
damage caused by heavy moving equipment. They are the 
ideal solution for environments where safety and durability are 
critical, including cool rooms, freezer room entrances, and 
areas with rapid-closing doors. Designed for strength and 
reliability, these bollards provide essential protection in 
demanding industrial settings
Goal Post Bollards are typically manufactured in three sections 
that can be bolted or welded together, making them easy to 
transport and assemble on-site. Alternatively, they can be fully 
fabricated as a single unit offsite and delivered ready for 
installation.
Made to order in Australia. Available in a straight
or dog-leg style.

CUSTOM GOAL POST BOLLARDS (TICK □ AS REQUIRED):

All GP bollards can be customised and be made to measure,
in any height, diameter, wall thickness, high grade C350 pipe 
and colour.
 
DIMENSIONS
Bollard Height______________ mm
Bollard Span (inside dimension) _____________mm
□ Straight 
□ Dog-Leg

MATERIAL
□ 100 ØD
□ 115 ØD
□ 140 ØD
□ 165 ØD
** Wall thickness to be confirmed

BASE PLATE TYPE
□ In ground
□ Surace Mount
□ Welded / In ground stubs

FINISH
□ Hot dip galvanised _____________
□ Powder coated colour __________

OVERVIEW

(Ratio 1-20)

METALWORKS PERTH
U4, 29 Munt Street, Bayswater
P: +61 (8) 9353 4392  
E: info@ramguardbollards.com.au

MANUFACTURED IN WA TO THE FOLLOWING AUSTRALIAN STANDARDS:
• AS 1554.1 Structural Steel Welding
• AS 1163 & 1074 Grade C250,Structural Steel Hollow Section
• AS 1450 Steel Tube & AS4792 HDG Coating
• AS 4506-2005 & AS3754-1990 Powder Coating
• AS 4680:2006 – Hot Dip Galvanized (zinc) coatings on fabricated ferrous
• AS 1627.4-2005 Abrasive Blasting

GOAL POST BOLLARDS
GP - CUSTOM

✓

Dog Leg Goal Post Bollard - front and side aspects

Straight Goal Post Bollard - front and side aspects


